; Inter-Asterisk eXchange driver definition

;

; K5TRA BBB    27 August 2014

[general]



; general stanza
bindport=4569



; your server UDP port (registered with allstarlink.org)

bindaddr=0.0.0.0   


; your local address. OK to leave as 0.0.0.0 or set fixed LAN IP
disallow=all



; disallow all codecs before setting preferred order                                                                

allow=gsm



; GSM codec requires 36 KB/S BW, audio quality is OK
allow=g726aal2



; G726 codec requires 55 KB/S BW, audio quality is good
allow=ulaw



; ULAW codec requires 87 KB/S BW, audio quality is best
jitterbuffer=yes                                                                

forcejitterbuffer=yes                                                           

dropcount=2                                                                     

maxjitterbuffer=4000                                                            

maxjitterinterps=10                                                             

resyncthreshold=1000                                                            

maxexcessbuffer=80                                                              

minexcessbuffer=10                                                              

jittershrinkrate=1                                                              

tos=0xBC                                                                

autokill=yes                                                                    

delayreject=yes                                                                 

;iaxthreadcount=30                                                              

;iaxmaxthreadcount=150 

register=XXXXX:NNNNNN@register.allstarlink.org
; XXXXX is your node number







; NNNNNN is your node serial number








; (allstarlink registration)
[radio]




;  Incoming radio connections

type=user

disallow=all



; disallow all codecs before setting preferred
allow=ulaw



; ULAW codec requires 87 KB/S BW, audio quality is best
allow=g726aal2



; G726 codec requires 55 KB/S BW, audio quality is good
allow=gsm



; GSM codec requires 36 KB/S BW, audio quality is OK

codecpriority=host

context=radio-secure

transfer=no

[allstar-sys]

type=user

context=allstar-sys

auth=rsa

inkeys=allstar

disallow=all

allow=ulaw

[allstar-public]

type=user

context=allstar-public

auth=md5

secret=allstar

disallow=all

allow=ulaw

allow=gsm

#includeifexists custom/iax.conf

